
SOLUTIONS FOR EXTREMES

CDMA 450 REPEATER CWR 453 CI 2



Frequency range 453–457.475 MHz / 463–467.475 MHz

Max. DL output power +17 dBm (single 1.27 MHz carrier)

Max. UL output power +17 dBm (single 1.27 MHz carrier)

Output power adjustment range 40 dB, step 1 dB

EMC According to ETSI EN 302 426

AGC range and time constant 40 dB, > 10 ms

Signal levels 15 dB below 1 dB compression point

Signal delay < 8 µs

Group delay variation < 150 ns over 1.27 MHz channel

Gain 40 to 70 dB, step 1 dB

Gain ripple (over frequency band) ±1 dB

Gain accuracy (over temp. range) ±1 dB

NF @ max. gain < 4 dB

Max. operational RF input power -15 dBm

Max. RF input power without damage +15 dBm

VSWR (50 Ω) 1.5 max.

Power supply 90–264 VAC adapter

Power consumption 40 W

Indicator LED Green light for normal operation
Red light for alarm condition

Control
- local control with PCSW included
- remote control with NMS option

RF On/Off
Maximum output power
Gain

Alarms

- HW relay alarm in case of any failure
- PCSW or NMS shows all alarms

Control failure
PSU failure
RF failure
Temperature alarm

Connectors Mains adapter    3 pin IEC 320
RF                      2 x N (f)
Control              RS-232 (D9)
HW alarm          2 pin screw connector

Mechanical dimensions 370 x 250 x 75 mm (W x H x D)

Weight 9 kg

Operational temperature range 0…+45 ºC

Operational environment Indoor, IP41

Options

Note! 

The NMS option requires the Ethernet IP data interface option.

Integrated downlink antenna (3 dBi)
Ethernet IP data interface (4 x RJ45) 
Network Management System (NMS)
External battery back-up unit (> 3 h)
12, 24 and 48 VDC adapters
Outdoor enclosure (IP54, -40…+45 ºC)
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All rights reserved. Specification subject to change at any time without prior notice.


